EditScript System Requirements

Network Requirements
- 56KB Modem minimum – Broadband (LAN, DSL or Cable)
- Satellite is not compatible.
- Dial up is not compatible.

Equipment
- Pentium (4) 2.8 GHz or equivalent
- Operating System:
  - Windows XP (32 bit)
  - Windows Vista (32 bit)
  - Windows Vista (64 bit) is not compatible
  - Windows 7 (32 bit and 64 bit)
  - Windows 8 is not compatible
- Windows Installer 3.01
- .NET framework 4 client Profile or .NET framework 4
- Processor Speed (Minimum): 2GHz
- RAM (Minimum): 2GB RAM or better, dedicated to CPU *see below explanation of dedicated to CPU”
- Disk space (Minimum): 5GB or better, formatted as NTFS
- Speakers or headphones
- Sound Card: Soundblaster Compatible with multichannel play ability
- Foot Pedals:
  - 9-pin serial port
  - Infinity IN-DB9 Foot Pedal with 9-pin serial port connection
  - Infinity IN-USB-1 USB foot pedal (see Note below)
  - Note: The manufacturer has released several versions of the IN-USB-1 USB foot pedal. If you are purchasing new foot pedals, be sure to purchase Version 14, which has been confirmed to be compatible with EditScript MT. The manufacturer has informed eScription that all IN-USB-1 Version 14 foot pedals have a sticker on the bottom that says “Ver 14.” Please confirm with your supplier that you are receiving this version.
  - Infinity IN-USB-2 USB foot pedal
  - Supported 9-pin serial port to USB adapters
  - Belkin F5U409 USB PDA Adapter
  - Dynex DX-UBDB9 USB PDA/Serial Adapter
- EditScript MT does not support Kinesis macroenabled keyboards

Software
- Word 2003 (with Office SP3) (student version is not compatible)
- Word 2007 (no SP or with SP1 and SP2) (student version is not compatible)
- Word 2010 (32 bit only) (student version is not compatible)
- Stedman's Spellchecker 2013 or better

*Dedicated RAM: For example, if the machine has 1GB RAM but 64MB of that RAM is shared with a graphics card, the machine does not meet the minimum requirement